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©) @ — 3 : 1. SEE CONTRACT FOR HEAD TYPE, MOUNTING HEIGHT AND ORIENTATION.

2. ALL NIPPLES, FITTINGS AND CENTER PIPES SHALL BE 1Y%5" DIA
- NOMINAL TRADE SIZE (NEC).
3. INSTALL NEOPRENE GASKET OUTSIDE HEAD WHEN FLANGED ELBOWS
0 T ARE SUPPLIED.
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SERRATED ELBOW

SERRATED OR FLANGED ELBOW
REAMED TEE WITH SET SCREW

e REAMED ELBOW WITH SET SCREW 3
o BRONZE TERMINAL COMPARTMENT WITH: o
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- WIRE LEADS
©— - MOUNTING SADDLE FOR SIDE MOUNTS ®— .
L o= 1 2
—— — - /" DIA DRAIN HOLE
- 12 POSITION TERMINAL STRIP TOP MOUNT
TOP MOUNT @:ijip <::::> - WIREWAY FOR SIDE MOUNTS TYPE C - PED
TYpE D - PED. (9 BRONZE COLLAR, 44" 1.D. WITH SET SCREWS TYPE F - VEHICLE
OR VEHICLE ORNAMENT CAP
() GASKET AND WASHER AAAA
(2 CONDUIT LOCKNUT [ EXPIRES JUNE 4,1999 |
,,,,,,,,,,,,,,,,,,,,,,,,,,, ’ (3 TYPE E HINGE MOUNTING
(9 FASTENER WITH SPACER SIGNAL HEAD MOUNTING
-/5"" LAG SCREWS ON WOOD POLE
-3 BOLTS TAPPED TO METAL POLE DETAILS POLE & POST
({9 FLATHEAD SOCKET BOLT TOP MOUNTINGS
TYPE E MOUNTING DETAILS /2" INSERT HOLE FOR EXTERNAL WIRE ENTRANCE
REQUIRED ON TIMBER POLE MOUNTINGS ONLY.
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